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Gooseneck

Cable Holder

Headband

Ear hook

Detachable Cable Connector

Windscreen

4 Pin Mini XLR

4 Pin Hirose Connecter (Option)

3 Pin Mini XLR (Option)

3.5 Stereo Plug (Option)

Headset Microphone
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CM-808

808C4

808C3 808CS

808CR
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CM-808

60 ~ 15,000Hz

Omni-directional

-64±3dB

1.8kΩ

130dB

4 Pin Mini XLR

Windscreen

*(0.63mV)*0dB=1V/μbar

CM-808UL

100 ~ 18,000Hz

Cardioid

-65±3dB

1.8kΩ

120dB

Windscreen

3.5 Stereo Plug

4 Pin / 3 Pin Mini XLR

*(2.24mV)*0dB=1V/μbar*(0.56mV)*0dB=1V/μbar

Model No.

Frequency Response

Polar Pattern

Sensitivity @ 1 KHz

Impedance

max. SPL for 1% T.H.D.

Connector Type

Standard Accessories

CM-8085

50 ~ 18,000Hz

Omni-directional

-53±3dB

1.2kΩ

130dB

4 Pin Mini XLR

Windscreen

CM-808/CM-808UL/CM-8085

Available Color : Beige / Black

Option

Option Option

2
2

Very light weight renders long time wearing fatigue free. Microphone can be mounted on both right and 
left hand side. Detachable cable makes the microphone versatile to transmitters from different brands. 
User friendly dual headbands with different sizes are bundled in the package. Ergonomic design meets 
most users requirement.

CM-808UL

Omni Directional Microphone / Unidirectional Microphone / Sub-miniature Omni-directional Microphone 


